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Base Recommendations 
CPU:

Mainboard:

Hard Drive:

RAM: 

USB: 

Supported Operating Systems 
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Virtualization 

Hosting an instrument such as an E300 Corneal Topographer from a virtual or remote 
environment is not supported and not recommended. Medmont Studio should be installed in 
Windows running on the bare-metal on the PC the instrument is directly attached to. 

Medmont Studio 6 E300 Host Computer Requirements 
USB Converter Box

Leutron Vision Picport PCI Card

Video Card 
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Motherboard and CPU  

USB – USB Convertor Boxes 

PCI – Legacy Leutron Based E300 Topographers Only 

Additionally we currently recommend avoiding HP when making a purchase specifically to 

host a legacy Medmont E300 topographer with a Leutron Picport  

Case and Power Supply 

Medmont Studio 6 with the E300 Topographer on Laptops 
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Medmont Studio 6 with an M700 Perimeter  

Audio –

USB –

Serial Port –

A camera upgrade kit is required to make legacy M700 Perimeters with a fixation camera 
and serial numbers lower than M714719 compatible with 64bit versions of windows. 
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Medmont Studio 5 - Special Notes 

Medmont Studio 4 – End of Life (EOL) Notice 

Medmont Studio 4 – Special Notes 

Medmont E300: There is a known compatibly issue with systems with 4GB or more that 

prevents it from capturing E300 exams. Medmont Studio 4 systems hosting an E300 

must physically install 3GB or less. 

Medmont M700: 

Medmont Studio 3 and Earlier – End of Life (EOL) 

 

 

 


